KEY ADVANTAGES

» Professional light distribution with
symmetrical and asymmetrical light offers
endless possibilities

* Cost-effective and efficient to maximise
energy and maintenance savings

 Efficient heat dissipation ensures stable
operation of lighting fixtures

« High quality components and LED chips
providing long-term warranty

« Adjustable angle mounting bracket, suitable
for various applications

« High visual comfort

YEARS

WARRANTY

LED LINEAR LIGHT

GENERAL INFORMATION

ELECTRICAL INFORMATION

Driver included Yes
CE mark Yes
RoHS compliant Yes

Open circuit protection
Short circuit protection
Overvoltage protection
Overtemperature protection

Safety features

Testing standard LM-79-19(all measurements in ISO17025

accredited laboratory)

HOUSING AND FINISH

TYPES OF APPLICATION

« INDUSTRIAL HALL & WAREHOUSE
« EXHIBITION CENTERS CAR PARKS
« CAR PARKS

« SPORT FACILITIES
« LARGE AREAS

« SHOPPING MALLS

INDUSTRIAL
HALLS &
WAREHOUSES

DIMENSION

712.0+2

135,042

LARGE AREAS

FACILITIES

Housing Die-casting aluminum
Optic Lens Polycarbonate
Protector Tempering glass

Housing finish Electrostatic polyester powder coating
RAL 9011 (black)

Tightness level IP 66

Standard colour(s)

Impact resistance K07

OPERATING CONDITIONS

Power 250W
Electrical class Class | EU
Input voltage 110-277V | 50/60Hz
Power factor 0.95

Efficacy 140Im/W

Electromagnetic EN 55015:2019/A11:2020, EN 61000
compatibility (EMC) 3-2:2019, EN 61000-3-3:2013,
EN 61547:2009, EN 62493:2015

Total Harmonic IEC 61000-3-2 Class C
Distortion(THD) <20%

For fixed Class 1 luminaires, overvoltage protective devices which
comply with IEC 61643-11 shall be disconnected from the circuit.

OPTICAL INFORMATION

Operating

temperature range -20°C to + 45°C
(Ta)

Operating Humidity 10-90%RH

Mounting Option Pendant mounting/

ceiling mounting

Warranty 5 years

PHOTOMETRY DISTRIBUTION DIAGRAM

-/+180

°
AVERAGE BEAM ANGLE(50%):100.7°

LED Type AMTC SMD2835
Beam Angle Asymmetric 90°x110°
Lumen 35,000 Lm +5%
SCDM =5

LED colour 5000K

temperature

Colour rendering
index (CRI) >80Ra

»Ra measurement tolerance is +2.

LIFETIME OF THE LEDS @ TQ 25°C

L70B10 =>80,000h

Switching Cycles >100,000 times



